
Hahnemühle Photo

Photo Luster 260
260 gsm, bright white, luster surface

Product Description

Hahnemühle Photo Luster 260 is a microporous, resin coated photo paper with a beautiful luster surface, high opacity, excellent 
rigidity, bright white with very consistent flatness. Compatible with pigmented and dye inkjet systems.

Applications

Photography, Portrait, Posters, Signage, etc.

Technical Specifications
Unit Valuation Test Norm / Notes

Test Conditions 23°C / 50% R.H.
Weight gsm 260 EN ISO 536
Thickness µm 265 EN 20534
CIE Whiteness (fs) % 110 ISO 11475, D65 2°
Media Colour bright white
Opacity % > 96,0 ISO 2471
Water Resistance high
Drying behaviour instant
Surface finishing luster surface
Gloss Value 60° (fs) % 15 EN ISO 2813
Smoothness sec. > 500 ISO 5627

All indicated data to be understood as typical average values.

Conditions of use and storage

 ́ Use and store ideally at a relative humidity of 35 to 65% and a temperature of 10 to 30° C (50° – 86°F.)
 ́ All recommendations and product indications are for your guidance, and are subject to our test  criteria, which remain  subject 
to change without prior notice. The consistency of results is not guaranteed.

 ́ Use care in handling printed material, surface susceptible to abrasion.
 ́ Store papers in archive quality envelopes, folders, and boxes.
 ́ Use only archive grade tapes and glues for mounting & framing.
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